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3. DIMENSIONS IN [  ] ARE MILLIMETERS AND

DETECTOR IS SENSED WITHIN 1 MIN.
IN THE MOST SENSITIVE RANGE OF THE LEAK

ASSEMBLY WILL BE REJECTED IF A 2% DEFLECTION
THE ASSEMBLY (BAGGING) WITH HELIUM. THE

FINAL TEST WILL CONSIST OF SURROUNDING

1. THIS IS A ULTRA - HIGH  VACUUM ASSEMBLY (UHV)

NOTES:

2. WELDS SHALL BE GAS TUNGSTEN
ARC (GTAW) OR TUNGSTEN INERT GAS (TIG)
ON VACUUM SIDE OF JOINTS.

VACUUM ASSEMBLY SHALL BE LEAK TESTED
  USING A MASS SPECTROMETER WITH

MINIMUM SENSITIVITY FOR HELIUM
OF 2X 10 -10 STANDARD CC/SEC PER
LEAK METER DIVISION, SUCH AS:

ALCATEL ASM-11OTCL
VARIAN NCR 925 OR 936
VEECO MS-9, MS-90 OR MS-18
Du PONT CEC 24-120B

CALIBRATION OF THE LEAK DETECTOR
SENSITIVITY SHALL BE PERFORMED JUST
PRIOR TO TESTING.

FOR REF. ONLY

REF. SOURCE

1 TENSATOR (NORTH AMERICA) INC.
3805 BUSINESS PARK DRIVE

LOUISVILLE, KY 40213
TEL: 1-502-962-6464
FAX: 1-502-962-6410

FAX: 1-510-887-0626
TEL: 1-510-887-6100

HAYWARD, CA 94545-1651
23842 CABOT BLVD.

MDC VACUUM PRODUCTS2
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1 L2-900001-01 L2-90 CONSTANT FORCE SPRING TOP SIDE PLATE SST 4

P4105091502-900002

L2-90 VACUUM CHAMBER WELDMENT ASSEMBLY

L2-900003-01
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P4105091502-900004

L2-910000-02 L2-90 VERTICAL & HORIZONTAL SLIT ASSEMBLY

L2-920000-01

L2-90 CONSTANT FORCE SPRING TOP ROLLER
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OFHC

CONSTANT FORCE EXTENSION SPRING (6.93 LBS.)

CONSTANT FORCE EXTENSION SPRING (4.95 LBS.)

#8 - 32 X 3/4" LG. SOC. HD. SCREW

5/16 - 24 X 1 3/4" LG. SOC. HD. SCREW

.326 I.D. X .078 THK. LOCK WASHER
5/16 - 24 UNF NUT

.344 I.D. X .065 THK. PLAIN WASHER

COPPER GASKET#191007

#SR13

#SR151
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L2900000-02

L2-900000-02

L2-90 "PINK BEAM"
SLIT/BPM ASSEMBLY
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SEE PARTS LIST

MUSCIA 10/12/95

D. SHU 6/23/96

SHU/MUSCIA 10/12/95

D. SHU 6/23/96

D. SHU 6/23/96

T.M. KUZAY 6/26/96A
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18.295 [464.69]

24.901 [632.49]

20.325 [516.25]

7.874 [200.00]

4.577 [116.25]

12.451 [316.25]
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.788 [20.02]

.788 [20.02]

OPENING

OPENING

SEE DETAIL "A" FOR OPENING & TRAVEL

DETAIL "A"

.500 [12.70]

TRAVEL

.500 [12.70]

TRAVEL

.500 [12.70]

.500 [12.70]

TRAVEL

TRAVEL
L2-90 CONST. FORCE SPRING HORIZONTAL ROLLER

L2-90 CONST. FORCE SPRING HORIZONTAL SIDE PLT.
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VIEW C - C
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P4105091502-900005 L2-90 CONST. FORCE SPRING BOTTOM SIDE PLATE SST 4

P4105091502-900006 L2-90 CONST. FORCE SPRING BOTTOM ROLLER SST 2

SST

#SR8 CONSTANT FORCE EXTENSION SPRING (1.64 LBS.) SST 2
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19.040 [483.62]

18.040 [458.22]

5.500 [139.70]

11.000 [279.40]

.500 [12.70]
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L2-90 L2-900000-02/L2900000-02

L2-90 P4105091502-900001-00/A2341100

L2-90 P4105091502-900002-00/A2341200

L2-90 L2-900003-01/L2900003-01

L2-90 P4105091502-900004-00/A2341400

L2-90 P4105091502-900005-00/A2341500

L2-90 P4105091502-900006-00/A2341600

L2-90 L2-910000-02/L2910000-02L2-90 L2-910001-01/L2910001-01

L2-90 L2-910002-01/L2910002-01

L2-90 L2-910100-01/L2910100-01

L2-90 P4105091502-910201-01/A2412301

L2-90 L2-910200-02/L2910200-02

L2-90 L2-910202-01/L2910202-01

L2-90 P4105091502-910203-00/A2412500

L2-90 L2-910204-02/L2910204-02

L2-90 L2-910205-02/L2910205-02

L2-90  L2-910206-01/L2910206-01

L2-90 L2-910207-01/L2910207-01

L2-90 P4105091502-910208-00/A2413000

L2-90 L2-910209-01/L2910209-01

L2-90 L2-910210-01/L2910210-01

L2-90 L2-920000-01/L2920000-01

L2-90 P4105091502-920001-00/A2342700

L2-90 P4105091502-920002-00/A2342800
L2-90 L2-910101-01/L2910101-01

L2-90 P4105091502-910102-00/A2411400

L2-90 L2-910103-00/L2910103-01

L2-90 L2-910211-00/L290211-00

L2-90 L2-910212-00/L2910212-00

J.B. 2/4/97
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